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1 6" THICK BATT INSULATION R-19
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ISSUES:

FASCIA SOFFIT @ WEST WALL
1" = 1'-0"A-123

1

FASCIA SOFFIT @ APPARATUS BAYS
1" = 1'-0"A-123

2

FASCIA SOFFIT
1" = 1'-0"A-123

3

2 5
8" GLASS MAT EXTERIOR SHEATHING

3 METAL STUD - REFER TO STRUCTURAL FOR SIZE, THICKNESS

AND SPACING

4 5
16" THICK CEMENTITIOUS VERTICAL PANEL SIDING

5 SPRAY-APPLIED AIR/VAPOR BARRIER

6 1 X 6 CEMENTITIOUS CORNER BOARD TRIM

7 1 X 8 CEMENTITIOUS FRIEZE TRIM

8 BACKER ROD AND SEALANT

9 TREATED WOOD BLOCKING FOR WOOD BRACKETS - REFER

TO A-203

10 WOOD SHIM - TYPICAL

11 WOOD BRACKET - REFER TO DETAIL 4/A-203

12 PRE-FINISH ALUM LOUVER

13 FULL BLANK PANEL WITH 1" INSULATION BOARD BY LOUVER

MANUFACTURER

COLOR: BLACK

14 PRE-FINISH METAL COUNTER FLASHING W/ TURNED UP LEG

UNDER LOUVER - COLOR TO MATCH STANDING SEAM

ROOF

15 PRE-FINISH METAL CLOSURE CAP AS PER ROOF PANEL

MANUFACTURER

16 "Z"-CLOSURE SET IN SEALANT BY METAL ROOF PANEL

MANUFACTURER

JAMB DETAIL
1 1/2" = 1'-0"A-123

4

SILL DETAIL
1 1/2" = 1'-0"A-123

5

17 2 - 1 X 12 CEMENTITIOUS FRIEZE BOARDS

18 7
8" METAL FURRING

19 1 X 2 CEMENTITIIOUS BATTEN AT 12" OC

20 5
16" THICK CEMENTITIOUS VERT PANEL SIDING

FASCIA DETAIL
3" = 1'-0"A-123

6

FASCIA DETAIL
3" = 1'-0"A-123

7

FASCIA DETAIL
3" = 1'-0"A-123

8

21 1 X 2 CEMENTITIOUS SOFFIT TRIM

22 5
16" THICK CEMENTITIOUS FASCIA BOARD

23 2 - 3 4" THICK EXTERIOR PLYWOOD

24 METAL BENT PLATE

25 PRE-FINISHED ALUM GUTTER

26 METAL DRIP EDGE

27 SLIP PAPER

28 TYPICAL STANDING SEAM METAL ROOF - REFER TO 1/A-121

29 ALUM FLASHING - FIELD PAINT TO MATCH FASCIA COLOR

30

31 TREATED WOOD BLOCKING LET INTO COMPOSITE

INSULATION PANEL GLUED AND NAILED

32 TREATED 2 X 6 WOOD BLOCKING

RIDGE DETAIL
NOT TO SCALEA-123

9

VALLEY DETAIL
NOT TO SCALEA-123

10

33 CLEATS 24" O.C.

34 1" "V" CRIMP

35 LAP 8"

36 ICE AND WATER SHIELD - EXTEND 24"

37 COPE INSULATION TIGHT

TREATED CONTINUOUS WOOD 2" X 6" NAILER

38 7
8" RESILIENT CHANNEL AT 12" OC - REFER TO DRAWING

G-013

TYPICAL VTR DETAIL
1 12" = 1'-0"

A-123

11

39 SINGLE PLY ROOF MEMBRANE

40 ROOF ADHESIVE

41 ROOF MEMBRANE, COUNTER FLASHING MEMBRANE AND

LAP DISTANCE REQUIREMENTS AS PER ROOF MEMBRANE

MANUFACTURER - TYPICAL

42 5
8" FR GYP BOARD


